
TACRION©  
Effective barrier to prevent and control riots

TACRION© Reinforced  
Riot control barrier utilising the high force  
absorption of TACRION©  plus a stainless steel 
core inside the mesh 

CROM© 
Lightweight crowd control and perimeter 
protection solution

Fence In-A-Bag

Compact and lightweight 
high-performance 
cordoning systems for 
crowd management and 
riot control. 

Used by law 
enforcement, armed 

forces, security personnel 
and event organisations 

around the world. 

The systems are quickly and easily  
deployed between two fixed  

points such as; containers, armoured 
vehicles, buildings, trees, pillars etc. 

Sales +44 (0)1332 814080

Email info@arxuk.co.uk

Website arxuk.co.uk

High Security Portable Fence Systems  
& HVM Barriers



TACRION© REINFORCEDCROM© TACRION©

TACRION© REINFORCEDCROM© TACRION©
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Unit 4 Sycamore Road, Trent Lane Industrial Estate, Castle Donington, Derbyshire DE74 2NW

Specifications

•  Concertina Integration Kit

•  Anti-Climb

•  Anti-knife Protection

•  Counter Observation Cover 
Prevents visual detection, 
thermal infrared, near infrared 
and radar

•  Signboards

•  Ballistic Protection System

•  Wall Attachment System

•  Concertina Integration Kit

•  Anti-Climb

•  Anti-knife Protection

•  Counter Observation Cover 
Prevents visual detection, 
thermal infrared, near infrared 
and radar

•  Signboards

•  Ballistic Protection System

•  Wall Attachment System

•  Reflective Signboard

•  Mobile Concrete  
Attachment

Higher Level Security & Optional Extras

CROM© Crowd Management 

net and the most compact 

and lightweight fence for 

guiding crowds and 

perimeter protection.  

A 35m x 1.2m fence fits all 

in one bag. 

TACRION© Tactical Riot Net. 

Engineered, manufactured 

and patented by CRD 

Protection AB. It is probably 

the most mobile and 

lightweight high-performance 

fence in the world. 

TACRION© Reinforced 

Tactical Riot Net has the 

same design as standard 

TACRION©, but with a core of 

stainless steel in every mesh. 

The steel core only adds 

14kg and 10% more volume. 

Breaking Force 20kN

Deployment Height 1.2m

Deployment Length 35m

Total System Weight 40kg

Breaking Force 50kN

Deployment Height 2.5m

Deployment Length 35m

Total System Weight 169 kg

Breaking Force 50kN

Deployment Height 2.5m

Deployment Length 35m

Total System Weight 183kg

Bag Dimensions

Bag 1 93cm x 40cm x 40cm

Bag Dimensions

Bag 1 110cm x 75cm x 60cm

Bag 2 150cm x 15cm x 20cm

Bag 3 70cm x 20cm x 40cm

Bag 4 70cm x 20cm x 40cm

Bag Dimensions

Bag 1 110cm x 75cm x 80cm

Bag 2 150cm x 15cm x 20cm

Bag 3 70cm x 20cm x 40cm

Bag 4 70cm x 20cm x 40cm

Deployment Time        5  minutes
( 1-2 people) 

Deployment Time         3 minutes
 (6 people) 

Deployment Time        5  minutes
 (6 people) 

Flame Resistant     On Request Flame Resistant Yes Flame Resistant Yes


